Product Name: Motorrad Waterproofing Agent

Customer Part Number: 83192359102

Ingredients:
CAS Number Chemical Name Functional Purpose Designated List
7732-18-5 Water Carrier None

67-63-0 Isopropanol Preservative, Water Repellant US EPA PBTSs,
ingredient CA Non-Cancer Hazards

Not Available Proprietary polymer system Water Repellant ingredient Not Available
57-55-6 propylene glycol Water Repellant ingredient US NTP Reproductive or
Developmental Toxicants




Waterproofing Agent

BMW of North America, LLC

Version No: 2.3

Safety Data Sheet according to OSHA HazCom Standard (2012) requirements

SECTION 1 IDENTIFICATION

Chemwatch Hazard Alert Code: 4

Issue Date: 01/14/2020
Print Date: 01/14/2020
S.GHS.USA.EN

Product Identifier
Product name
Synonyms

Other means of identification

Waterproofing Agent
P/N 83192359102
PS 120747

Recommended use of the chemical and restrictions on use

Relevant identified uses

Name, address, and telephone number of the chemical manufacturer, importer, or other responsible party

Registered company name
Address

Telephone

Fax

Website

Email

Emergency phone number

Association / Organisation

Emergency telephone
numbers

Other emergency telephone
numbers

Water Repellent

BMW of North America, LLC

300 Chestnut Ridge Road, Woodcliff Lake, NJ 07677 United States
201-307-4000

201-307-4095

hazmat@bmw.com

Not Available

3E Company

1-877-472-1724 Please provide tracking code : 9547

Not Available

SECTION 2 HAZARD(S) IDENTIFICATION

Classification of the substance or mixture

NFPA 704 diamond

2

3 Note: The hazard category numbers found in GHS classification in section 2
of this SDSs are NOT to be used to fill in the NFPA 704 diamond. Blue =
Health Red = Fire Yellow = Reactivity White = Special (Oxidizer or water

Classification

Label elements

Hazard pictogram(s)

SIGNAL WORD

Hazard statement(s)

H314

reactive substances)

Serious Eye Damage Category 1, Skin Corrosion/Irritation Category 1A

L

DANGER

Causes severe skin burns and eye damage.

Hazard(s) not otherwise classified

Not Applicable

Precautionary statement(s) Prevention

P260
P280

Do not breathe mist/vapours/spray.

Wear protective gloves/protective clothing/eye protection/face protection.

Precautionary statement(s) Response

Continued...
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P301+P330+P331
P303+P361+P353
P305+P351+P338
P310

P321

P363

P304+P340

Precautionary statement(s) Storage
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IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

IF ON SKIN (or hair): Remove/Take off immediately all contaminated clothing. Rinse skin with water/shower.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.

Immediately call a POISON CENTER or doctor/physician.

Specific treatment (see advice on this label).

Wash contaminated clothing before reuse.

IF INHALED: Remove victim to fresh air and keep at rest in a position comfortable for breathing.

P405 | Store locked up.

Precautionary statement(s) Disposal

P501 | Dispose of contents/container to authorised hazardous or special waste collection point in accordance with any local regulation.

SECTION 3 COMPOSITION / INFORMATION ON INGREDIENTS

Substances

See section below for composition of Mixtures

Mixtures
CAS No
7732-18-5
57-55-6
Not Available

67-63-0

%[weight] Name

98.75-99.25 water

0.05-0.25 propylene glycol

0.5-0.75 Proprietar lymer m
0.25 isopropanol

SECTION 4 FIRST-AID MEASURES

Description of first aid measures

Eye Contact

Skin Contact

Inhalation

Ingestion

If this product comes in contact with the eyes:

- -

- o ow

Immediately hold eyelids apart and flush the eye continuously with running water.

Ensure complete irrigation of the eye by keeping eyelids apart and away from eye and moving the eyelids by occasionally lifting the upper
and lower lids.

Continue flushing until advised to stop by the Poisons Information Centre or a doctor, or for at least 15 minutes.

Transport to hospital or doctor without delay.

Removal of contact lenses after an eye injury should only be undertaken by skilled personnel.

If skin or hair contact occurs:

-

- v ow

- o o w

-
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Immediately flush body and clothes with large amounts of water, using safety shower if available.

Quickly remove all contaminated clothing, including footwear.

Wash skin and hair with running water. Continue flushing with water until advised to stop by the Poisons Information Centre.
Transport to hospital, or doctor.

If fumes or combustion products are inhaled remove from contaminated area.

Lay patient down. Keep warm and rested.

Prostheses such as false teeth, which may block airway, should be removed, where possible, prior to initiating first aid procedures.

Apply artificial respiration if not breathing, preferably with a demand valve resuscitator, bag-valve mask device, or pocket mask as trained.
Perform CPR if necessary.

Transport to hospital, or doctor.

For advice, contact a Poisons Information Centre or a doctor at once.

Urgent hospital treatment is likely to be needed.

If swallowed do NOT induce vomiting.

If vomiting occurs, lean patient forward or place on left side (head-down position, if possible) to maintain open airway and prevent aspiration.
Observe the patient carefully.

Never give liquid to a person showing signs of being sleepy or with reduced awareness; i.e. becoming unconscious.

Give water to rinse out mouth, then provide liquid slowly and as much as casualty can comfortably drink.

Transport to hospital or doctor without delay.

Most important symptoms and effects, both acute and delayed

See Section 11

Indication of any immediate medical attention and special treatment needed

Treat symptomatically.

SECTION 5 FIRE-FIGHTING MEASURES

Extinguishing media

The product contains a substantial proportion of water, therefore there are no restrictions on the type of extinguishing media which may be used. Choice of extinguishing media should

take into account surrounding areas.

Though the material is non-combustible, evaporation of water from the mixture, caused by the heat of nearby fire, may produce floating layers of combustible substances.

Continued...
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In such an event consider:
+ foam.
+ dry chemical powder.
+ carbon dioxide.
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Special hazards arising from the substrate or mixture

Fire Incompatibility

None known.

Special protective equipment and precautions for fire-fighters

Fire Fighting

Fire/Explosion Hazard

Alert Fire Brigade and tell them location and nature of hazard.

Wear full body protective clothing with breathing apparatus.

Prevent, by any means available, spillage from entering drains or water course.
Use water delivered as a fine spray to control fire and cool adjacent area.
Avoid spraying water onto liquid pools.

DO NOT approach containers suspected to be hot.

Cool fire exposed containers with water spray from a protected location.

If safe to do so, remove containers from path of fire.

- w ow oW oW oW oW w

Combustible.

Slight fire hazard when exposed to heat or flame.

Heating may cause expansion or decomposition leading to violent rupture of containers.
On combustion, may emit toxic fumes of carbon monoxide (CO).

May emit acrid smoke.

Mists containing combustible materials may be explosive.

Combustion products include:

carbon dioxide (CO2)

other pyrolysis products typical of burning organic material.

May emit corrosive fumes.

- o w w o w

SECTION 6 ACCIDENTAL RELEASE MEASURES

Issue Date: 01/14/2020
Print Date: 01/14/2020

Personal precautions, protective equipment and emergency procedures

See section 8

Environmental precautions

See section 12

Methods and material for containment and cleaning up

Minor Spills

Major Spills

Remove all ignition sources.

Clean up all spills immediately.

Avoid breathing vapours and contact with skin and eyes.

Control personal contact with the substance, by using protective equipment.
Contain and absorb spill with sand, earth, inert material or vermiculite.
Wipe up.

Place in a suitable, labelled container for waste disposal.

- r r T oY orow

Moderate hazard.

Clear area of personnel and move upwind.

Alert Fire Brigade and tell them location and nature of hazard.

Wear breathing apparatus plus protective gloves.

Prevent, by any means available, spillage from entering drains or water course.
No smoking, naked lights or ignition sources.

Increase ventilation.

Stop leak if safe to do so.

Contain spill with sand, earth or vermiculite.

Collect recoverable product into labelled containers for recycling.

Absorb remaining product with sand, earth or vermiculite.

Collect solid residues and seal in labelled drums for disposal.

Wash area and prevent runoff into drains.

If contamination of drains or waterways occurs, advise emergency services.

- -

- w w w w w w T T YT

Personal Protective Equipment advice is contained in Section 8 of the SDS.

SECTION 7 HANDLING AND STORAGE

Precautions for safe handling

Safe handling

Avoid all personal contact, including inhalation.

Wear protective clothing when risk of exposure occurs.

Use in a well-ventilated area.

Prevent concentration in hollows and sumps.

DO NOT enter confined spaces until atmosphere has been checked.
DO NOT allow material to contact humans, exposed food or food utensils.
Avoid contact with incompatible materials.

When handling, DO NOT eat, drink or smoke.

Keep containers securely sealed when not in use.

Avoid physical damage to containers.

Always wash hands with soap and water after handling.

r r T T T T T T T W W w

Work clothes should be laundered separately. Launder contaminated clothing before re-use.

Continued...
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Use good occupational work practice.

Observe manufacturer's storage and handling recommendations contained within this SDS.

Atmosphere should be regularly checked against established exposure standards to ensure safe working conditions are maintained.
DO NOT allow clothing wet with material to stay in contact with skin

- v v

Store in original containers.

Keep containers securely sealed.

No smoking, naked lights or ignition sources.

Store in a cool, dry, well-ventilated area.

Store away from incompatible materials and foodstuff containers.

Protect containers against physical damage and check regularly for leaks.

Observe manufacturer's storage and handling recommendations contained within this SDS.

Other information

r o ow w ow ow ow

Conditions for safe storage, including any incompatibilities
* Metal can or drum
Suitable container » Packaging as recommended by manufacturer.

» Check all containers are clearly labelled and free from leaks.

Storage incompatibility None known

SECTION 8 EXPOSURE CONTROLS / PERSONAL PROTECTION

Control parameters

OCCUPATIONAL EXPOSURE LIMITS (OEL)
INGREDIENT DATA
Source Ingredient Material name TWA STEL Peak Notes

Dimethyl carbinol, IPA, Isopropanol,

US NIOSH Recommended . . 400 ppm / 1225 mg/m3/ Not .

Exposure Limits (RELS) isopropanol iil-fortt:glanol, sec-Propyl alcohol, Rubbing 980 mg/ma3 500 ppm Available Not Available

US ACGIH Threshold Limit . Not TLV® Basis: Eye & URT
Values (TLV) isopropanol 2-Propanol 200 ppm 400 ppm Available irr; CNS impair; BEI
US OSHA Permissible Exposure . 400 ppm / . Not .

Levels (PELS) - Table Z1 isopropanol Isopropyl alcohol 980 mg/m3 Not Available Available Not Available
EMERGENCY LIMITS

Ingredient Material name TEEL-1 TEEL-2 TEEL-3

propylene glycol Polypropylene glycols 30 mg/m3 330 mg/m3 2,000 mg/m3
propylene glycol Propylene glycol; (1,2-Propanediol) 30 mg/m3 1,300 mg/m3 7,900 mg/m3
isopropanol Isopropyl alcohol 400 ppm 2000 ppm 12000 ppm
Ingredient Original IDLH Revised IDLH

water Not Available Not Available

propylene glycol Not Available Not Available

Proprietary polymer system Not Available Not Available

isopropanol 2,000 ppm Not Available

OCCUPATIONAL EXPOSURE BANDING

Ingredient Occupational Exposure Band Rating Occupational Exposure Band Limit

propylene glycol E <0.1 ppm

Occupational exposure banding is a process of assigning chemicals into specific categories or bands based on a chemical's potency and the
Notes: adverse health outcomes associated with exposure. The output of this process is an occupational exposure band (OEB), which corresponds to a
range of exposure concentrations that are expected to protect worker health.

Exposure controls

Engineering controls are used to remove a hazard or place a barrier between the worker and the hazard. Well-designed engineering controls can
be highly effective in protecting workers and will typically be independent of worker interactions to provide this high level of protection.

The basic types of engineering controls are:

Process controls which involve changing the way a job activity or process is done to reduce the risk.

Enclosure and/or isolation of emission source which keeps a selected hazard "physically" away from the worker and ventilation that strategically
"adds" and "removes" air in the work environment. Ventilation can remove or dilute an air contaminant if designed properly. The design of a
ventilation system must match the particular process and chemical or contaminant in use.

Employers may need to use multiple types of controls to prevent employee overexposure.

General exhaust is adequate under normal operating conditions. Local exhaust ventilation may be required in special circumstances. If risk of
overexposure exists, wear approved respirator. Supplied-air type respirator may be required in special circumstances. Correct fit is essential to
ensure adequate protection. Provide adequate ventilation in warehouses and enclosed storage areas. Air contaminants generated in the
workplace possess varying "escape” velocities which, in turn, determine the "capture velocities" of fresh circulating air required to effectively
remove the contaminant.

Appropriate engineering
controls

Type of Contaminant: Air Speed:

0.25-0.5 m/s

solvent, vapours, degreasing etc., evaporating from tank (in still air). (50-100 fimin)

Continued...
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aerosols, fumes from pouring operations, intermittent container filling, low speed conveyer transfers, welding, spray 0.5-1 m/s (100-200
drift, plating acid fumes, pickling (released at low velocity into zone of active generation) f/min.)

direct spray, spray painting in shallow booths, drum filling, conveyer loading, crusher dusts, gas discharge (active 1-2.5 m/s (200-500
generation into zone of rapid air motion) f/min.)

grinding, abrasive blasting, tumbling, high speed wheel generated dusts (released at high initial velocity into zone of 2.5-10 m/s

very high rapid air motion) (500-2000 f/min.)

Within each range the appropriate value depends on:

Lower end of the range Upper end of the range

1: Room air currents minimal or favourable to capture 1: Disturbing room air currents
2: Contaminants of low toxicity or of nuisance value only. = 2: Contaminants of high toxicity
3: Intermittent, low production. 3: High production, heavy use

4: Large hood or large air mass in motion 4: Small hood-local control only

Simple theory shows that air velocity falls rapidly with distance away from the opening of a simple extraction pipe. Velocity generally decreases
with the square of distance from the extraction point (in simple cases). Therefore the air speed at the extraction point should be adjusted,
accordingly, after reference to distance from the contaminating source. The air velocity at the extraction fan, for example, should be a minimum of
1-2 m/s (200-400 f/min) for extraction of solvents generated in a tank 2 meters distant from the extraction point. Other mechanical considerations,
producing performance deficits within the extraction apparatus, make it essential that theoretical air velocities are multiplied by factors of 10 or
more when extraction systems are installed or used.

Personal protection g 5

Safety glasses with unperforated side shields may be used where continuous eye protection is desirable, as in laboratories; spectacles are
not sufficient where complete eye protection is needed such as when handling bulk-quantities, where there is a danger of splashing, or if the
material may be under pressure.

Chemical goggles.whenever there is a danger of the material coming in contact with the eyes; goggles must be properly fitted.

Full face shield (20 cm, 8 in minimum) may be required for supplementary but never for primary protection of eyes; these afford face
protection.

Alternatively a gas mask may replace splash goggles and face shields.

Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy document, describing
the wearing of lenses or restrictions on use, should be created for each workplace or task. This should include a review of lens absorption
and adsorption for the class of chemicals in use and an account of injury experience. Medical and first-aid personnel should be trained in
their removal and suitable equipment should be readily available. In the event of chemical exposure, begin eye irrigation immediately and
remove contact lens as soon as practicable. Lens should be removed at the first signs of eye redness or irritation - lens should be removed in
a clean environment only after workers have washed hands thoroughly. [CDC NIOSH Current Intelligence Bulletin 59], [AS/NZS 1336 or
national equivalent]

-

-

-

Eye and face protection

-

Skin protection See Hand protection below

» Elbow length PVC gloves
* When handling corrosive liquids, wear trousers or overalls outside of boots, to avoid spills entering boots.
The selection of suitable gloves does not only depend on the material, but also on further marks of quality which vary from manufacturer to
manufacturer. Where the chemical is a preparation of several substances, the resistance of the glove material can not be calculated in advance
and has therefore to be checked prior to the application.
The exact break through time for substances has to be obtained from the manufacturer of the protective gloves and.has to be observed when
making a final choice.
Personal hygiene is a key element of effective hand care. Gloves must only be worn on clean hands. After using gloves, hands should be
washed and dried thoroughly. Application of a non-perfumed moisturiser is recommended.
Suitability and durability of glove type is dependent on usage. Important factors in the selection of gloves include:
frequency and duration of contact,
chemical resistance of glove material,
glove thickness and
dexterity
Select gloves tested to a relevant standard (e.g. Europe EN 374, US F739, AS/NZS 2161.1 or national equivalent).
When prolonged or frequently repeated contact may occur, a glove with a protection class of 5 or higher (breakthrough time
greater than 240 minutes according to EN 374, AS/NZS 2161.10.1 or national equivalent) is recommended.
When only brief contact is expected, a glove with a protection class of 3 or higher (breakthrough time greater than 60 minutes
according to EN 374, AS/NZS 2161.10.1 or national equivalent) is recommended.
Some glove polymer types are less affected by movement and this should be taken into account when considering gloves for
long-term use.
Contaminated gloves should be replaced.
As defined in ASTM F-739-96 in any application, gloves are rated as:
Excellent when breakthrough time > 480 min
Good when breakthrough time > 20 min
Fair when breakthrough time < 20 min
Poor when glove material degrades
For general applications, gloves with a thickness typically greater than 0.35 mm, are recommended.
It should be emphasised that glove thickness is not necessarily a good predictor of glove resistance to a specific chemical, as the permeation
efficiency of the glove will be dependent on the exact composition of the glove material. Therefore, glove selection should also be based on
consideration of the task requirements and knowledge of breakthrough times.
Glove thickness may also vary depending on the glove manufacturer, the glove type and the glove model. Therefore, the manufacturers’
technical data should always be taken into account to ensure selection of the most appropriate glove for the task.
Note: Depending on the activity being conducted, gloves of varying thickness may be required for specific tasks. For example:
Thinner gloves (down to 0.1 mm or less) may be required where a high degree of manual dexterity is needed. However, these
gloves are only likely to give short duration protection and would normally be just for single use applications, then disposed of.
Thicker gloves (up to 3 mm or more) may be required where there is a mechanical (as well as a chemical) risk i.e. where there is
abrasion or puncture potential
Gloves must only be worn on clean hands. After using gloves, hands should be washed and dried thoroughly. Application of a non-perfumed
moisturiser is recommended.

Hands/feet protection

Continued...
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Body protection See Other protection below

Overalls.

P.V.C. apron.

Barrier cream.

Skin cleansing cream.
Eye wash unit.

Other protection

- o w ow ow

Recommended material(s)

GLOVE SELECTION INDEX

Glove selection is based on a modified presentation of the:
"Forsberg Clothing Performance Index".

The effect(s) of the following substance(s) are taken into account in the computer-

generated selection:

Waterproofing Agent
Material CPI
BUTYL
NAT+NEOPR+NITRILE
NATURAL RUBBER
NATURAL+NEOPRENE
NEOPRENE
NITRILE
NITRILE+PVC
PE/EVAL/PE
PVA
PVvC

O 0O o0 o0 o0 o0 o o0 o0 o0 0

VITON

* CPI - Chemwatch Performance Index

A: Best Selection

B: Satisfactory; may degrade after 4 hours continuous immersion

C: Poor to Dangerous Choice for other than short term immersion

NOTE: As a series of factors will influence the actual performance of the glove, a final
selection must be based on detailed observation. -

* Where the glove is to be used on a short term, casual or infrequent basis, factors such
as "feel" or convenience (e.g. disposability), may dictate a choice of gloves which might
otherwise be unsuitable following long-term or frequent use. A qualified practitioner
should be consulted.

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Respiratory protection

Type A Filter of sufficient capacity. (AS/NZS 1716 & 1715, EN 143:2000 & 149:2001,
ANSI Z88 or national equivalent)

Where the concentration of gas/particulates in the breathing zone, approaches or
exceeds the "Exposure Standard" (or ES), respiratory protection is required.
Degree of protection varies with both face-piece and Class of filter; the nature of
protection varies with Type of filter.

Required Minimum Half-Face Full-Face Powered Air
Protection Factor Respirator Respirator Respirator
up to 10 x ES Air-line* A-2 A-PAPR-2 7
up to 20 x ES - A-3 -

20+ x ES - Air-line** -

* - Continuous-flow; ** - Continuous-flow or positive pressure demand

A - Full-face

A(All classes) = Organic vapours, B AUS or B1 = Acid gasses, B2 = Acid gas or
hydrogen cyanide(HCN), B3 = Acid gas or hydrogen cyanide(HCN), E = Sulfur
dioxide(S0O2), G = Agricultural chemicals, K = Ammonia(NH3), Hg = Mercury, NO =
Oxides of nitrogen, MB = Methyl bromide, AX = Low boiling point organic
compounds(below 65 degC)

-

Cartridge respirators should never be used for emergency ingress or in areas
of unknown vapour concentrations or oxygen content.

The wearer must be warned to leave the contaminated area immediately on
detecting any odours through the respirator. The odour may indicate that the
mask is not functioning properly, that the vapour concentration is too high, or
that the mask is not properly fitted. Because of these limitations, only
restricted use of cartridge respirators is considered appropriate.

Cartridge performance is affected by humidity. Cartridges should be changed
after 2 hr of continuous use unless it is determined that the humidity is less
than 75%, in which case, cartridges can be used for 4 hr. Used cartridges
should be discarded daily, regardless of the length of time used

-

-

Information on basic physical and chemical properties

Appearance Clear Pearl
Physical state Liquid
Odour Not Available
Odour threshold Not Available
pH (as supplied) 7-9
Melting point / freezing poolnt Not Available
(°C)
Initial boiling point and boiling Not Available
range (°C)
Flash point (°C) 93.33
Evaporation rate Not Available

Flammability Not Applicable

Upper Explosive Limit (%) Not Available

Lower Explosive Limit (%) Not Available

Vapour pressure (kPa) Not Available

Solubility in water Miscible

Vapour density (Air = 1) Not Available

SECTION 10 STABILITY AND REACTIVITY

Relative density (Water = 1) 0.99959

Partition coefficient n-octanol Not Available
/ water

Auto-ignition temperature (°C) Not Available

Decomposition temperature Not Available

Viscosity (cSt) 16.007

Molecular weight (g/mol) Not Available

Taste Not Available

Explosive properties Not Available

Oxidising properties Not Available

Surface Tension (dyn/cm or Not Available
mN/m)

Volatile Component (%vol) Not Available

Gas group Not Available

pH as a solution (1%) Not Available

VOC g/L Not Available

Reactivity See section 7

Continued...
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Chemical stability
Possibility of hazardous
reactions

Conditions to avoid

Incompatible materials

Hazardous decomposition
products
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+ Unstable in the presence of incompatible materials.
* Product is considered stable.
» Hazardous polymerisation will not occur.

See section 7
See section 7
See section 7

See section 5

SECTION 11 TOXICOLOGICAL INFORMATION

Information on toxicological effects

Inhaled

Ingestion

Skin Contact

Eye

Chronic

Waterproofing Agent

water

propylene glycol

Proprietary polymer system

isopropanol

Not normally a hazard due to non-volatile nature of product
The material has NOT been classified by EC Directives or other classification systems as "harmful by inhalation" nor has it been designated as
“irritating to the respiratory system". This is because of the lack of corroborating animal or human evidence.

The material can produce severe chemical burns within the oral cavity and gastrointestinal tract following ingestion.

The material has NOT been classified by EC Directives or other classification systems as "harmful by ingestion”. This is because of the lack of
corroborating animal or human evidence.

Swallowing 10 millilitres of isopropanol may cause serious injury; 100 millilitres may be fatal if not properly treated. The adult single lethal dose is
approximately 250 millilitres. Isopropanol is twice as poisonous as ethanol, and the effects caused are similar, except that isopropanol does not
cause an initial feeling of well-being. Swallowing may cause nausea, vomiting and diarrhea; vomiting and stomach inflammation is more
prominent with isopropanol than with ethanol. Animals given near-lethal doses also showed inco-ordination, lethargy, inactivity and loss of
consciousness.

There is evidence that a slight tolerance to isopropanol may be acquired.

The material can produce severe chemical burns following direct contact with the skin.

Skin contact is not thought to have harmful health effects (as classified under EC Directives); the material may still produce health damage
following entry through wounds, lesions or abrasions.

51lipa

The material can produce severe chemical burns to the eye following direct contact. Vapours or mists may be extremely irritating.

If applied to the eyes, this material causes severe eye damage.

Isopropanol vapour may cause mild eye irritation at 400 parts per million. Splashes may cause severe eye irritation, possible burns to the cornea
and eye damage. Eye contact may cause tearing and blurring of vision.

Repeated or prolonged exposure to corrosives may result in the erosion of teeth, inflammatory and ulcerative changes in the mouth and necrosis
(rarely) of the jaw. Bronchial irritation, with cough, and frequent attacks of bronchial pneumonia may ensue.

Long term, or repeated exposure of isopropanol may cause inco-ordination and tiredness.

Repeated inhalation exposure to isopropanol may produce sleepiness, inco-ordination and liver degeneration. Animal data show developmental
effects only at exposure levels that produce toxic effects in adult animals. Isopropanol does not cause genetic damage.

There are inconclusive reports of human sensitisation from skin contacts with isopropanol. Chronic alcoholics are more tolerant of the whole-body
effects of isopropanol.

Animal testing showed the chronic exposure did not produce reproductive effects.

NOTE: Commercial isopropanol does not contain “isopropyl oil", which caused an excess incidence of sinus and throat cancers in isoproanol
production workers in the past. “Isopropyl oil" is no longer formed during production of isopropanol.

TOXICITY IRRITATION
Not Available Not Available
TOXICITY IRRITATION
Oral (rat) LD50: >90000 mg/kgl2! Not Available
TOXICITY IRRITATION

Issue Date: 01/14/2020
Print Date: 01/14/2020

Dermal (rabbit) LD50: 11890 mg/kgl2l
Inhalation (rat) LC50: >44.9 mg/l/4H[2]

Oral (rat) LD50: 20000 mg/kgl?]

TOXICITY
Not Available

TOXICITY
dermal (rat) LD50: =12800 mg/kgl2!
Inhalation (rat) LC50: 72.6 mg/l/4hl2]

Oral (rat) LD50: =4396 mg/kgl2]

Eye (rabbit): 100 mg - mild

Eye (rabbit): 500 mg/24h - mild

Eye: no adverse effect observed (not irritating)[!]
Skin(human):104 mg/3d Intermit Mod
Skin(human):500 mg/7days mild

Skin: no adverse effect observed (not irritating)[1]

IRRITATION
Not Available

IRRITATION

Eye (rabbit): 10 mg - moderate
Eye (rabbit): 100 mg - SEVERE
Eye (rabbit): 100mg/24hr-moderate
Skin (rabbit): 500 mg - mild

Continued...
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ISOPROPANOL

Acute Toxicity
Skin Irritation/Corrosion
Serious Eye Damage/Irritation

Respiratory or Skin
sensitisation

Mutagenicity
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1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2.* Value obtained from manufacturer's SDS. Unless otherwise
specified data extracted from RTECS - Register of Toxic Effect of chemical Substances

No significant acute toxicological data identified in literature search.

The acute oral toxicity of propylene glycol is very low; large amounts are needed to cause perceptible health damage in humans. Serious toxicity
generally occurs only at blood concentrations over 1 g/L, which requires extremely high intake over a relatively short period of time; this is nearly
impossible with consuming foods or supplements which contain 1g/kg of PG at most. Poisonings are usually due to injection through a vein or
accidental swallowing of large amounts by children. The potential for long-term oral toxicity is also low.

Prolonged contact with propylene glycol is essentially non-irritating to the skin. Undiluted propylene glycol is minimally irritating to the eye, and
can produce a slight, temporary inflammation of the conjunctiva. Exposure to mists may cause irritation of both the eye and the upper airway.
Inhalation of propylene glycol vapours may be irritating to some individuals. It is therefore recommended that propylene glycol not be used in
applications where inhalation exposure or human eye contact with the spray mists of these materials is likely, such as fogs for theatrical
productions or antifreeze solutions for emergency eye wash stations.

Propylene glycol is metabolized in humans to pyruvic acid, acetic acid, lactic acid and propionaldehyde; the last of which is potentially hazardous.
Propylene glycol show s no evidence of causing cancer or genetic toxicity.

Research has suggested that individuals who cannot tolerate propylene glycol probably experience a special form of irritation, but they only rarely
develop allergic contact dermatitis. Other investigators believe that the incidence of allergic contact dermatitis in people exposed to propylene
glycol may be greater than 2% in patients with eczema.

One study strongly suggests a connection between airborne concentrations of propylene glycol in houses and development of asthma and
allergic reactions, such as inflammation of the nose and hives, in children.

Another study suggested that the concentration of PGEs (propylene glycol and glycol ethers) in indoor air is linked to increased risk of
developing numerous respiratory and immune disorders in children, including asthma, hay fever, eczema and allergies, with increased risk
ranging from 50% to 180%. This concentration has been linked to use of water-based paints and water-based system cleansers.

Patients with bladder inflammation and vulvodynia (chronic pain of the vulva) may be especially sensitive to propylene glycol. Women suffering
with yeast infections may notice that some over the counter creams cause intense burning. Post-menopausal women who require the use of an
oestrogen cream may notice that creams made with propylene glycol often cause extremely uncomfortable burning along the vulva and around
the anus. Some electronic cigarette users who inhale propylene glycol vapour may experience dryness of the throat or shortness of breath.
Adverse responses to administration of drugs which use propylene glycol as an incipient have been seen in a number of people especially at high
doses. These include low blood pressure, slow heart rate, ECG abnormalities, heartbeat irregularities, lactic acidosis, breakdown of red cells and
cardiac arrest.

Asthma-like symptoms may continue for months or even years after exposure to the material ends. This may be due to a non-allergic condition
known as reactive airways dysfunction syndrome (RADS) which can occur after exposure to high levels of highly irritating compound. Main
criteria for diagnosing RADS include the absence of previous airways disease in a non-atopic individual, with sudden onset of persistent
asthma-like symptoms within minutes to hours of a documented exposure to the irritant. Other criteria for diagnosis of RADS include a reversible
airflow pattern on lung function tests, moderate to severe bronchial hyperreactivity on methacholine challenge testing, and the lack of minimal
lymphocytic inflammation, without eosinophilia. RADS (or asthma) following an irritating inhalation is an infrequent disorder with rates related to
the concentration of and duration of exposure to the irritating substance. On the other hand, industrial bronchitis is a disorder that occurs as a
result of exposure due to high concentrations of irritating substance (often particles) and is completely reversible after exposure ceases. The
disorder is characterized by difficulty breathing, cough and mucus production.

Isopropanol is irritating to the eyes, nose and throat but generally not to the skin. Prolonged high dose exposure may also produce depression of
the central nervous system and drowsiness. Few have reported skin irritation. It can be absorbed from the skin or when inhaled. Intentional
swallowing is common particularly among alcoholics or suicide victims and also leads to fainting, breathing difficulty, nausea, vomiting and
headache. In the absence of unconsciousness, recovery usually occurred. Repeated doses may damage the kidneys. A decrease in the
frequency of mating has been found in among animals, and newborns have been found to have a greater incidence of low birth weight. Tumours
of the testes have been observed in the male rat.

The substance is classified by IARC as Group 3:

NOT classifiable as to its carcinogenicity to humans.

Evidence of carcinogenicity may be inadequate or limited in animal testing.

The material may cause skin irritation after prolonged or repeated exposure and may produce on contact skin redness, swelling, the production of
vesicles, scaling and thickening of the skin.

X Carcinogenicity |
v Reproductivity |
o STOT - Single Exposure | X
xX STOT - Repeated Exposure | X
xX Aspiration Hazard | X

Legend: ¥ — Data either not available or does not fill the criteria for classification
+" — Data available to make classification
SECTION 12 ECOLOGICAL INFORMATION
Toxicity
ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE
Waterproofing Agent Not . . Not Not
Available Not Available Not Available Available Available
ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE
water LC50 96 Fish 897.520mg/L 3
EC50 96 Algae or other aquatic plants 8768.874mg/L 3
ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE
LC50 96 Fish >10-mg/L 2
propylene glycol EC50 48 Crustacea 43-500mg/lL 2
EC50 96 Algae or other aquatic plants 19-mg/L 2
NOEC 168 Fish 11-530mg/L 2

Continued...



Version No: 2.3

Proprietary polymer system

isopropanol

Legend:

Persistence and degradability
Ingredient
water
propylene glycol

isopropanol

Bioaccumulative potential
Ingredient
water
propylene glycol

isopropanol

Mobility in soil
Ingredient
water
propylene glycol

isopropanol
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Waterproofing Agent

ENDPOINT TEST DURATION (HR) SPECIES! VALUE SOURCE
Not . . Not Not
Available Not Available Not Available Available Available
ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE
LC50 96 Fish 9-640mg/L 2

EC50 48 Crustacea 12500mg/L 5

EC50 96 Algae or other aquatic plants 993.232mg/L 3

ECO 24 Crustacea 5-102mg/L 2

NOEC 5760 Fish 0.02mg/L 4

Extracted from 1. IUCLID Toxicity Data 2. Europe ECHA Registered Substances - Ecotoxicological Information - Aquatic Toxicity 3. EPIWIN Suite
V3.12 (QSAR) - Aquatic Toxicity Data (Estimated) 4. US EPA, Ecotox database - Aquatic Toxicity Data 5. ECETOC Aquatic Hazard Assessment
Data 6. NITE (Japan) - Bioconcentration Data 7. METI (Japan) - Bioconcentration Data 8. Vendor Data

Persistence: Water/Soil Persistence: Air

LOW LOW

LOW Low

LOW (Half-life = 14 days) LOW (Half-life = 3 days)

Bioaccumulation

LOW (LogKOW = -1.38)
LOW (BCF = 1)

LOW (LogKOW = 0.05)

Mobility

LOW (KOC = 14.3)
HIGH (KOC = 1)
HIGH (KOC = 1.06)

SECTION 13 DISPOSAL CONSIDERATIONS

Waste treatment methods

Product / Packaging disposal

Legislation addressing waste disposal requirements may differ by country, state and/ or territory. Each user must refer to laws operating in their
area. In some areas, certain wastes must be tracked.
A Hierarchy of Controls seems to be common - the user should investigate:
* Reduction
+ Reuse
+ Recycling
+ Disposal (if all else fails)
This material may be recycled if unused, or if it has not been contaminated so as to make it unsuitable for its intended use. If it has been
contaminated, it may be possible to reclaim the product by filtration, distillation or some other means. Shelf life considerations should also be
applied in making decisions of this type. Note that properties of a material may change in use, and recycling or reuse may not always be
appropriate.
DO NOT allow wash water from cleaning or process equipment to enter drains.
It may be necessary to collect all wash water for treatment before disposal.
In all cases disposal to sewer may be subject to local laws and regulations and these should be considered first.
Where in doubt contact the responsible authority.
Recycle wherever possible or consult manufacturer for recycling options.
Consult State Land Waste Authority for disposal.
Bury or incinerate residue at an approved site.
Recycle containers if possible, or dispose of in an authorised landfill.

- v T T YT

SECTION 14 TRANSPORT INFORMATION

Labels Required

Marine Pollutant | NO

Land transport (DOT): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Air transport (ICAO-IATA / DGR): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Sea transport (IMDG-Code / GGVSee): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Transport in bulk according to Annex Il of MARPOL and the IBC code

Not Applicable

Continued...
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Waterproofing Agent

SECTION 15 REGULATORY INFORMATION

Print Date: 01/14/2020

Safety, health and environmental regulations / legislation specific for the substance or mixture

WATER IS FOUND ON THE FOLLOWING REGULATORY LISTS

IMO IBC Code Chapter 18: List of products to which the Code does not apply
US Toxic Substances Control Act (TSCA) - Chemical Substance Inventory

PROPYLENE GLYCOL IS FOUND ON THE FOLLOWING REGULATORY LISTS

GESAMP/EHS Composite List - GESAMP Hazard Profiles

IMO IBC Code Chapter 17: Summary of minimum requirements

IMO IBC Code Chapter 18: List of products to which the Code does not apply

IMO MARPOL (Annex II) - List of Noxious Liquid Substances Carried in Bulk

IMO MARPOL 73/78 (Annex II) - List of Other Liquid Substances

IMO Provisional Categorization of Liquid Substances - List 3: (Trade-named) mixtures
containing at least 99% by weight of components already assessed by IMO, presenting
safety hazards

US ATSDR Minimal Risk Levels for Hazardous Substances (MRLS)

US TSCA Chemical Substance Inventory - Interim List of Active Substances

US DOE Temporary Emergency Exposure Limits (TEELS)

US DOT Coast Guard Bulk Hazardous Materials - List of Flammable and Combustible
Bulk Liquid Cargoes

US Spacecraft Maximum Allowable Concentrations (SMACSs) for Airborne
Contaminants

US Toxic Substances Control Act (TSCA) - Chemical Substance Inventory

US Toxicology Excellence for Risk Assessment (TERA) Workplace Environmental
Exposure Levels (WEEL)

US TSCA Chemical Substance Inventory - Interim List of Active Substances

PROPRIETARY POLYMER SYSTEM IS FOUND ON THE FOLLOWING REGULATORY LISTS

Not Applicable

ISOPROPANOL IS FOUND ON THE FOLLOWING REGULATORY LISTS
GESAMP/EHS Composite List - GESAMP Hazard Profiles

IMO IBC Code Chapter 17: Summary of minimum requirements

IMO IBC Code Chapter 18: List of products to which the Code does not apply

IMO MARPOL 73/78 (Annex Il) - List of Other Liquid Substances

IMO Provisional Categorization of Liquid Substances - List 2: Pollutant only mixtures
containing at least 99% by weight of components already assessed by IMO

IMO Provisional Categorization of Liquid Substances - List 3: (Trade-named) mixtures
containing at least 99% by weight of components already assessed by IMO, presenting
safety hazards

International Agency for Research on Cancer (IARC) - Agents Classified by the IARC
Monographs

International Air Transport Association (IATA) Dangerous Goods Regulations
International Maritime Dangerous Goods Requirements (IMDG Code)

United Nations Recommendations on the Transport of Dangerous Goods Model
Regulations

US - Alaska Limits for Air Contaminants

US - California OEHHA/ARB - Acute Reference Exposure Levels and Target Organs
(RELs)

US - California Permissible Exposure Limits for Chemical Contaminants

US - Hawaii Air Contaminant Limits

US - Idaho - Limits for Air Contaminants

US - Idaho Toxic Air Pollutants Non- Carcinogenic Increments - Occupational Exposure
Limits

US - Michigan Exposure Limits for Air Contaminants

US - Minnesota Permissible Exposure Limits (PELS)

US - Oregon Permissible Exposure Limits (Z-1)

US - Tennessee Occupational Exposure Limits - Limits For Air Contaminants

US - Vermont Permissible Exposure Limits Table Z-1-A Final Rule Limits for Air
Contaminants

Federal Regulations
Superfund Amendments and Reauthorization Act of 1986 (SARA)

SECTION 311/312 HAZARD CATEGORIES
Flammable (Gases, Aerosols, Liquids, or Solids)
Gas under pressure

Explosive

Self-heating

Pyrophoric (Liquid or Solid)

Pyrophoric Gas

Corrosive to metal

Oxidizer (Liquid, Solid or Gas)

Organic Peroxide

Self-reactive

In contact with water emits flammable gas
Combustible Dust

Carcinogenicity

Acute toxicity (any route of exposure)
Reproductive toxicity

Skin Corrosion or Irritation

US - Vermont Permissible Exposure Limits Table Z-1-A Transitional Limits for Air
Contaminants

US - Washington Permissible exposure limits of air contaminants

US - Wyoming Toxic and Hazardous Substances Table Z1 Limits for Air Contaminants
US ACGIH Threshold Limit Values (Spanish)

US ACGIH Threshold Limit Values (TLV)

US AIHA Workplace Environmental Exposure Levels (WEELSs)

US Department of Transportation (DOT), Hazardous Material Table

US DOE Temporary Emergency Exposure Limits (TEELS)

US DOT Coast Guard Bulk Hazardous Materials - List of Flammable and Combustible
Bulk Liquid Cargoes

US EPCRA Section 313 Chemical List

US NIOSH Recommended Exposure Limits (RELS)

US NIOSH Recommended Exposure Limits (RELs) (Spanish)

US OSHA Permissible Exposure Levels (PELSs) - Table Z1

US OSHA Permissible Exposure Limits - Annotated Table Z-1 (Spanish)

US Postal Service (USPS) Hazardous Materials Table: Postal Service Mailability Guide
US Postal Service (USPS) Numerical Listing of Proper Shipping Names by
Identification (ID) Number

US Spacecraft Maximum Allowable Concentrations (SMACSs) for Airborne
Contaminants

US Toxic Substances Control Act (TSCA) - Chemical Substance Inventory

US TSCA Chemical Substance Inventory - Interim List of Active Substances

US TSCA Section 4/12 (b) - Sunset Dates/Status

Yes

Continued...
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Respiratory or Skin Sensitization

Serious eye damage or eye irritation

Specific target organ toxicity (single or repeated exposure)
Aspiration Hazard

Germ cell mutagenicity

Simple Asphyxiant

Hazards Not Otherwise Classified

Waterproofing Agent

US. EPA CERCLA HAZARDOUS SUBSTANCES AND REPORTABLE QUANTITIES (40 CFR 302.4)

None Reported

State Regulations

US. CALIFORNIA PROPOSITION 65
None Reported

National Inventory Status

National Inventory Status

Australia - AICS Yes

Canada - DSL Yes

Canada - NDSL No (propylene glycol; water; isopropanol)
China - IECSC Yes

Europe - EINEC / ELINCS / NLP Yes

Japan - ENCS Yes
Korea - KECI Yes
New Zealand - NZloC Yes
Philippines - PICCS Yes
USA - TSCA Yes
Taiwan - TCSI Yes
Mexico - INSQ Yes
Vietham - NCI Yes
Russia - ARIPS Yes
Legend:

SECTION 16 OTHER INFORMATION

Yes = All CAS declared ingredients are on the inventory
No = One or more of the CAS listed ingredients are not on the inventory and are not exempt from listing(see specific ingredients in brackets)

Issue Date: 01/14/2020
Print Date: 01/14/2020

No

Yes

Revision Date 01/14/2020
Initial Date 01/14/2020

SDS Version Summary

Version Issue Date

13111 01/13/2020

Other information

Sections Updated

Ingredients

Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch Classification

committee using available literature references.

The SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks in the workplace or
other settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available engineering controls must be considered.

Definitions and abbreviations

PC—TWA: Permissible Concentration-Time Weighted Average
PC—STEL: Permissible Concentration-Short Term Exposure Limit
IARC: International Agency for Research on Cancer

ACGIH: American Conference of Governmental Industrial Hygienists

STEL: Short Term Exposure Limit

TEEL: Temporary Emergency Exposure Limit,
IDLH: Immediately Dangerous to Life or Health Concentrations
OSF: Odour Safety Factor

NOAEL :No Observed Adverse Effect Level
LOAEL: Lowest Observed Adverse Effect Level
TLV: Threshold Limit Value

LOD: Limit Of Detection

OTV: Odour Threshold Value

BCF: BioConcentration Factors

BEI: Biological Exposure Index

Powered by AuthorlTe, from Chemwatch.

end of SDS



1)

California Cleaning Product Right to Know Act of 2017 (SB 258) Designated Lists

CA Prop 65. Chemicals known to the State of California to cause cancer or reproductive toxicity
(including developmental, female and male toxicity) that are listed pursuant to the Safe Drinking
Water and Toxic Enforcement Act of 1986 (California Code of Regulations, Title 22, Division 2,
Subdivision 1, Chapter 3, Sections 1200 et seq, also known as Proposition 65).

EU CMRs. Chemicals classified by the European Union as carcinogens, mutagens, and/or
reproductive toxicants in Category 1A and 1B in Annex VI to Regulation (EC) 1272/2008.

EU Endocrine Disruptors. Chemicals included in the European Union candidate list of
Substances of Very High Concern in accordance with Article 59 of Regulation (EC) 1907/2006 on
the basis of Article 57(f) for endocrine disrupting properties.

IRIS Neurotoxicants. Chemicals for which a reference dose or reference concentration has been
developed based on neurotoxicity in the Unites States Environmental Protection Agency’s
Integrated Risk Information System.

IRIS Carcinogens. Chemicals that are identified as “carcinogenic to humans”, “likely to be
carcinogenic to humans”, or Group A, B1, or B2 carcinogens in the United States Environmental
Protection Agency’s Integrated Risk Assessment System.

EU PBTs. Chemicals included in the European Union candidate list of Substances of Very High
Concern in accordance with Article 59 of Regulation (EC) 1907/2006 on the basis of Article 57(d),
Article 57(e), or Article 57(f) for persistent bioaccumulative and toxic, or very persistent and very
bioaccumulative properties.

Canada PBTs. Chemicals that are identified as Persistent, Bioaccumulative, and Inherently Toxic
to the environment by the Canadian Environmental Protection Act Environmental Registry
Domestic Substances List.

EU Respiratory Sensitizers. Chemicals classified by the European Union as respiratory sensitizers
Category 1 in Annex VI to Regulation (EC) 1272/2008.

IARC Carcinogens. Group 1, 2a, or 2b carcinogens identified by the International Agency for
Research on Cancer, World Health Organization, in Monographs on the Evaluation of
Carcinogenic Risks to Humans.

10) ATSDR Neurotoxicants. Neurotoxicants that are identified in the United States’ Department of

Health and Human Services’ Agency for Toxic Substances and Disease Registry’s Toxic
Substances Portal under “Health Effects of Toxic Substances and Carcinogens, Nervous System.”
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https://oehha.ca.gov/proposition-65/proposition-65-list
https://echa.europa.eu/documents/10162/13562/cmr_report_en.pdf
https://echa.europa.eu/candidate-list-table
https://cfpub.epa.gov/ncea/iris/search/index.cfm?sys_joint=11
https://cfpub.epa.gov/ncea/iris/search/index.cfm?sys_joint=11
https://echa.europa.eu/candidate-list-table
https://www.canada.ca/en/environment-climate-change/services/canadian-environmental-protection-act-registry/substances-list/domestic/categorization-existing.html
https://echa.europa.eu/information-on-chemicals/cl-inventory-database?p_p_id=dissclinventory_WAR_dissclinventoryportlet&p_p_lifecycle=0&p_p_state=normal&p_p_mode=view&p_p_col_id=column-1&p_p_col_pos=1&p_p_col_count=2
https://monographs.iarc.fr/agents-classified-by-the-iarc/
https://www.atsdr.cdc.gov/substances/toxorganlisting.asp?sysid=18

11) US EPA Priority Chemicals List. Persistent, Bioaccumulative and Toxic Priority Chemicals that are
identified by the United States Environmental Protection Agency’s National Waste Minimization
Program.

12) US NTP Reproductive or Developmental Toxicants. Reproductive or developmental toxicants
identified in “Monograph on the Potential Human Reproductive and Developmental Effects”
published by the United States Department of Health and Human Services’ National Toxicology
Program, Office of Health Assessment and Translation.

13) US EPA PBTs. Chemicals identified by the United States Environmental Protection Agency’s
Toxics Release Inventory program as Persistent, Bioaccumulative and Toxic Chemicals that are
subject to reporting under Section 313 of the Emergency Planning and Community Right-to-
Know Act of 1986.

14) WA PBTs. The Washington Department of Ecology’s Persistent, Bioaccumulative, Toxic (PBT)
Chemicals identified in the Washington Administrative Code, Title 173, Chapter 173-333.

15) US NTP Carcinogens. Chemicals that are identified as “known to be” or “reasonably anticipated
to be” human carcinogens in the 13th Report on Carcinogens and any subsequent revisions
prepared by the United States Department of Health and Human Services’ National Toxicology
Program.

16) CA NLs. Chemicals for which notification Levels, as defined in Health and Safety Code Section
116455, have been established by the California Department of Public Health or the State Water
Resources Control Board.

17) CA MCLs. Chemicals for which primary Maximum Contaminant Levels have been stablished and
adopted under Sections 64431 or 64444 of Chapter 15 of Title 22 of the California Code of
Regulations.

18) CA TACs. Chemicals identified as Toxic Air Contaminants under Sections 93000 or 93001 of Title
17 of the California Code of Regulations.

19) CA Priority Pollutants. Chemicals that are identified as priority pollutants in the California Water
Quality Control Plans under Section 303(c) of the federal Clean Water Act and in Section 131.38
of Title 40 of the Code of Federal Regulations, or identified as pollutants by California or the

United State Environmental Protection Agency for one or more water bodies in California under
Section 303(d) of the federal Clean Water Act and Section 130.7 of Title 40 of the Code of
Federal Regulations.

20) CA Non-Cancer Hazards. Chemicals that are identified with non-cancer endpoints and listed
with an inhalation or oral Reference Exposure Level by the California Office of Environmental
Health Hazard Assessment under Health and Safety Code Section 44360(b)(2).

21) CA Priority Chemicals. Chemicals identified as priority chemicals by the California Environmental
Contaminant Biomonitoring program pursuant to Section 105449.
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https://archive.epa.gov/epawaste/hazard/wastemin/web/html/priority.html
https://ntp.niehs.nih.gov/pubhealth/hat/noms/evals.html
https://www.epa.gov/toxics-release-inventory-tri-program/persistent-bioaccumulative-toxic-pbt-chemicals-covered-tri
https://app.leg.wa.gov/wac/default.aspx?cite=173-333-310
https://ntp.niehs.nih.gov/pubhealth/roc/index.html
https://www.waterboards.ca.gov/drinking_water/certlic/drinkingwater/documents/notificationlevels/notification_levels_response_levels_overview.pdf
https://www.waterboards.ca.gov/drinking_water/certlic/drinkingwater/Lawbook.html
https://www.arb.ca.gov/toxics/id/taclist.htm
https://www.waterboards.ca.gov/water_issues/programs/tmdl/integrated2012.shtml
https://oehha.ca.gov/air/general-info/oehha-acute-8-hour-and-chronic-reference-exposure-level-rel-summary
https://biomonitoring.ca.gov/chemicals/priority-chemicals

22) Marine Priority Action Chemicals. Chemicals that are identified on Part A of the list of Chemicals
for Priority Action prepared by the Oslo and Paris Conventions for the Protection of the Marine
Environment of the North-East Atlantic.

23) EU Fragrance Allergens. Chemicals identified as fragrance allergens in Annex Il of the EU
Cosmetics Regulation 1223/2009, as required to be labeled by the European Detergents
Regulation No. 648/2004.

24) AOEC Asthmagens. Chemicals designated as asthmagens by the Association of Occupational and
Environmental Clinics.

25) US EPA TSCA Chemicals of Concern. Chemical for which the United States Environmental
Protection Agency has issued a Chemical of Concern Action Plan pursuant to the federal Toxic
Substances Control Act.

26) US EPA Ozone Depletors. Chemicals identified as a Class | or Class Il Ozone-Depleting Substance
by the United States Environmental Protection Agency.

27) NY DOH MCLs. Chemicals for which Maximum Contaminant Levels have been established and
adopted in Tables 1, 3, 3A, and 7 of Subpart 5-1.52 of Title 10 of the New York Code of the Rules
and Regulations (10 NYCRR Subpart 5-1.52).

28) GLWQA Chemicals of Mutual Concern. Chemicals identified as Chemicals of Mutual Concern
developed under the 2012 U.S. / Canada Great Lakes Water Quality Agreement (GLWQA) Annex
3.

29) NY Air Toxics. Chemicals identified as high toxicity air contaminants in Part 212 of Title 6 of the
New York Codes of Rules and Regulations (6 NYCRR Subpart 212-2.2, as defined in Subpart 212-
1.2 (b) (9)).
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https://www.ospar.org/work-areas/hasec/chemicals/priority-action
https://ec.europa.eu/health/sites/health/files/endocrine_disruptors/docs/cosmetic_1223_2009_regulation_en.pdf
http://www.aoecdata.org/
https://www.epa.gov/assessing-and-managing-chemicals-under-tsca/tsca-work-plan-chemicals
https://www.epa.gov/ozone-layer-protection/ozone-depleting-substances
https://govt.westlaw.com/nycrr/Document/I3786df61c22411dd80c2c6f42ff0193c?viewType=FullText&originationContext=documenttoc&transitionType=CategoryPageItem&contextData=(sc.Default)
https://binational.net/wp-content/uploads/2016/09/PRP-160927-EN.pdf
https://govt.westlaw.com/nycrr/Document/If636da000a6611e58ce6a2a8a96ba7aa?viewType=FullText&originationContext=documenttoc&transitionType=CategoryPageItem&contextData=(sc.Default)&bhcp=1



